


Major specifications

Input impedance : 1 k€2,
Frequency deviation : +1 %

‘Number of horizontal lines

2:1 interlaced

Allowable for external
synchronization

@ Camera (with IR

EIA :521 to 2047 lines/2FLD, 1FLD : (61 to 15 HZ)

CCIR : 621 to 2047 lines/2FLD, 1FLD : (51 to 15 Hz)|

Non-interlaced
EIA 260 to 1023 lines/1FLD, 1FLD ; (61 to 15 Hz)

CCIR : 310 to 1023 lines/1FLD, 1FLD : (51 t0 15 Hz_}__]
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Optional accessories

@ Tripod adaptor, TA-M1

@ 12pin plug , HR1
@ AC adaptor, AP-

0A-10P-125(01)
130

@ Junction box, JU-M1A

@ Camera cables

Mold type
2m C-201KSM
5m | C-501KSM
10m | C-102KSM
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Dimensions and mass
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CERTIFICATE No.

EN 29001/J15 29801

Vibration resistance

Imaging device Interline CCD sensor Video outoput 1.0 Vp-p 75 Q unbalanced '
Total number of pixels EIA 1811 (H) x 508 (V) Video component : 0.7 Vp-p
. CCIR : 795 (H) % 596 (V) Sync component : 0.3 Vp-p negative polarity
Pixel pitch KP-M2AEIA :8.4 (H) x 9.8 (V) um Horizontal/vertical rezolution | EIA : 570 TV lines (H) /485 TV lines (V)
KP-M3AEIA :6.35 (H)x 7.4 (V) um CCIR : 560 TV lines (H) /575 TV lines (V)
KP-M2A CCIR : 8.6 (H) % 8.3 (V) um Sensitivity Under illumination of 400 Ix, F8, 3200 K
KP-M3A CCIR : 6.5 (H) < 6.25 (V) um Minimum illumination | 0.3 Ix, F1.4 AGC:0N, Gamma:ON, without IR filter
Number of effective pixels |EIA 1 768 (H) x 494 (V) SN ratio 56 dB
CCIR : 752 (H) x 582 (V) Electronic shutter 1/10000, 1/4000, 1/2000, 1/1000, 1/500, 1/250,
Imaging area KP-M2AEIA : 6.45 mm x 4.84 mm (1/2-inch) 1/125, 1/120 (CCIR), 1/100 (EIA) sec
KP-M2A CCIR : 6.47 mm x 4.83 mm (1/2-inch) In OFF state : Normal exposure
KP-M3AEIA : 4.88 mm x 3.66 mm (1/3-inch) Selectable external switch mode _
KP-M3A CCIR : 4.89 mm x 3.64 mm (1/3-inch) Integration mode Field/frame integration mode, |
Signal system Conforming to EIA/CCIR signal format Selectable by external switch setting .
(at normal operation) Gamma correction Gamma = 1.0 or correction, }
Lens mounting C mount ] Selectable by internal switch i
Flange forcal distance | 17.526 mm (not an adjustable) AGC Pixed gain or AGC, Selectable by internal switch |
Horizontal scanning frequency | EIA : 15.734 kHz CCIR : 15.625 kHz i setting
Vertical scanning frequency | EIA : 59.94 Hz CCIR : 50 Hz Field-on-demand function | Turned on/off with internal switch
Synchronization Automatic changeover of internal/exernal synchronization Restart/reset function | Turned on/off with chip component switching
Internal sync scanning | 2:1 interlaced, 525 horizontal lines (CCIR : 625 lines) Power requirement 12V DC £1V, 180 mA apporox
o i ~ |[fv=21/525 (CCIR : lines) Ambient temperature Operating: -10 to +60 °C, Less than 90 % RH
External sync input HDAVD, 2 to 6 Vp-p, negative polarity and humidity Storage : -20 to +60 °C, Less than 70 % RH

68.6 m/s* max

(10 to 60 Hz, amplitude : constant at 0.98 mm})
(60 to 200 Hz, amplitude : variable)

(10 to 200 Hz, sweeping for one minute, Each of
X, Y and Z directions for 30 minutes)

44 (W) > 29 (H) > 72 (D) mm 120 g approx
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Specification are subject to change without notice.
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